DELTA THREE OSCAR

Virginia Tech Corporate Research
Center 2270 Kraft Drive

Suite 1260, Blacksburg

VA 24060, USA

HALO™ 3 BALLISTIC

HELMET LINER

Delta Three Oscar™ uses rate sensitive, soft and
flexible D30® materials for shock absorption and impact
protection applications.

The world’s lightest, most comfortable ballistic helmet liner.
Delta Three Oscar Halo™ 3 outperforms the next best
competitor across all conditions and shell sizes of the 10fps
ACH blunt impact standard while being 25% lighter.

PRODUCT FEATURES

+ Lightest helmet liner to exceed ACH blunt impact
requirements (AR/PD 10-02)

* Most comfortable liner on the market with plush, full
coverage fit

+ D30O-proven blunt impact performance consistency from
1st to 2nd impact

» Unmatched thermodynamic impact consistency thanks to
all-new D30® technology

+ Available either in single thickness (0.75” and 1”)

+ 2 liner sizes (S/M/L and XL) available to accommodate all
shell sizes

+ Versatile, self-conforming crown pad accommodates a
number of comms headset configurations

» Ventilation and moisture management via integrated air
channels

+ Compatible with most Aramid and PE ACH, LW-ACH,
MICH, ECH, LWH-type shells

+ Premium anti-bacterial treated, moisture wicking MILSPEC
fabrics

These commodities, software or technology are controlled for export by the United States government under the Export
Administration Regulations. Purchaser is responsible to comply with these regulations if the items are to be exported from
the United States. ECCN 1A613 applicable

PRODUCT NAME HALO™ 3 BALLISTIC HELMET LINER

Part Name 0.75” S/IM/L 0.75” XL 17 S/IM/L 17 XL 0.75” S/IM/L 0.75" XL
(Cambodia) (Cambodia) (Cambodia) (Cambodia) (US Made) (US Made)

Product Number 14657 14660 14658 14659 14621 14624

For more information on HALO™, please contact your
Delta Three Oscar Business Development Manager

©2022 Design Blue Limited. All rights reserved.

Values shown represent typical product characteristics.

For full details including material properties and product tolerances, please request SOQ document from Delta Three Oscar representative.
The information provided is not intended to and does not create any warranties,

expressed or implied, including any warranty of merchantability of fitness for a particular purpose. In accordance with the Company’s policy
of continuous improvement, Delta Three Oscar reserves the right to apply such improvements to its products and materials without notice. This
data sheet shall not be reproduced or amended without the written consent of Design Blue Limited.

www.DELTATHREEOSCAR.com
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HALO™ 3 BALLISTIC HELMET LINER

OPTIMIZED AIRFLOW: PATENT PENDING VENTILATION & GREATER MOBILITY: 25% LIGHTER THAN THE

MOISTURE MANAGEMENT VIA 12 INTEGRATED AIR CHANNELS NEXT BEST COMPETITOR

IMPACT PERFORMANCE: EXCEEDS THE AR/PD 10-02 ENHANCED COMFORT: PURE COMFORT LINER PROVIDES A
REQUIREMENTS BY 33% PLUSH, FULL COVERAGE FIT
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